12V / 150Ah
RONICS: LiFePO4

Ideale accu als de ruimte beperkt is: Dezelfde afmetingen als een conventionele loodaccu.

Deze accu kan maar liefst 150A leveren. Ook een zware omvormer kan zo zonder problemen

Uiteraard is deze accu voorzien van een hoogwaardig BMS, met oa Bluetooth
en beveiliging tegen laden bij koude temperaturen

De voordelen van deze accu op een rij

- Geintegreerd BMS met Bluetooth functionaliteit: In 1 oogopslag vanaf een telefoon te zien
- Compacte bouwvorm, grote capaciteit

- 5 jaar garantie

- Zeer lange levensduur (3000 cycles bij 100% ontlading)

- Nederlandstalig support en advies beschikbaar

www.boetronics.nl
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12V 150AN LiFePO4

Rated capacity

150AN (+/- 2%)

Cell type Prismatic
Rated voltage 12,8V
Recommended charge voltage 142V
Maximum charge voltage 146V
Charge profile CC-CV
Max charge current 150A
Cut-off voltage 10V
Continuous discharge current (30min) 150A
Continuous discharge current 100A
Peak discharge current 300A (5 sec)
Weight 15.5Kg
Working temperature Charge 0-60°C
Discharge 20 = 60 7T
Storage Temperature 10-45°C
Humidity <75% RH
Dimensions (L x W x H) 355x175x188mm
Terminals M8 /DIN
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